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2 Disclaimer 

The actual version of this product (document) is available as is. TEC-IT declines all warranties 
which go beyond applicable rights. The licensee (or reader) bears all risks that might take place 
during the use of the system (the documentation). TEC-IT and its contractual partner cannot be 
penalized for direct and indirect damages or losses (this includes non-restrictive, damages through 
loss of revenues, constriction in the exercise of business, loss of business information or any kind of 
commercial loss), which is caused by use or inability to use the product (documentation), although 
the possibility of such damage was pointed out by TEC-IT.  

 

 
We reserve all rights to this document and the information contained therein. Reproduction, 
use or disclosure to third parties without express authority is strictly forbidden. 
 

 
Für dieses Dokument und den darin dargestellten Gegenstand behalten wir uns alle Rechte 
vor. Vervielfältigung, Bekanntgabe an Dritte oder Verwendung außerhalb des vereinbarten 
Zweckes sind nicht gestattet. 
 

© 1998-2008  
TEC-IT Datenverarbeitung GmbH  
Wagnerstr. 6 

A-4400 Austria  
t.: +43 (0)7252 72720  
f.: +43 (0)7252 72720 77  
http://www.tec-it.com  
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3 Haftungsausschluss 

Dieses Produkt (bzw. Dokument) steht Ihnen in der aktuellen Version „WIE BESEHEN - ohne 
Gewährleistung“ zur Verfügung. TEC-IT weist alle Garantien, die über das anwendbare Recht 
hinausgehen, zurück. Risiken, die aus der Benutzung des Produkts und der Dokumentation 
entstehen, trägt der Lizenznehmer bzw. Benutzer. TEC-IT und seine Vertragspartner dürfen nicht 
für direkte oder indirekte Schäden oder Verluste belangt werden (dies beinhaltet, uneingeschränkt, 
Schäden durch den Verlust von Einkünften, Einschränkungen in der Geschäftsausübung, Verlust 
von Geschäftsinformationen sowie andere wirtschaftliche Verluste), die aus der Benutzung oder 
Unfähigkeit zur Benutzung des Produkts (der Dokumentation) entstanden sind, selbst wenn TEC-IT 
auf die Möglichkeit solcher Schäden hingewiesen hat. 

 
We reserve all rights to this document and the information contained therein. Reproduction, 
use or disclosure to third parties without express authority is strictly forbidden. 
 

 
Für dieses Dokument und den darin dargestellten Gegenstand behalten wir uns alle Rechte 
vor. Vervielfältigung, Bekanntgabe an Dritte oder Verwendung außerhalb des vereinbarten 
Zweckes sind nicht gestattet. 
 

© 1998-2008  
TEC-IT Datenverarbeitung GmbH  
Wagnerstr. 6 

A-4400 Austria  
t.: +43 (0)7252 72720  
f.: +43 (0)7252 72720 77  
http://www.tec-it.com 
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4 About TBarCode/X 

4.1  Features 

4.1.1 TBarCode/X 

 reduces the costs for barcode printing. 

 makes it possible to print barcodes on any PCL
®
 or PostScript

®
 compatible printer 

 does not require costly barcode extension cartridges or special barcode fonts. Thus you can 
print barcodes in a complete device independent way. 

 works in a completely transparent way.  

 is available as precompiled barcode-engine for Linux
®
, AIX

®
, HPUX

®
, and Mac OS

®
. Other 

operating systems on request. 

4.1.2 2D Symbologies 

Besides linear barcodes (e. g. 2of5, 2of5 ITL, Code39, Code128, EAN128, EAN, UPC...) 
TBarCode/X also supports 2D symbologies like: 

 PDF417 

 DataMatrix 

 MaxiCode 

 QR-Code 

These 2D-symbologies feature very high data capacities with enhanced data security and are 
required by several enterprises for their documents (and labels) – a selection: 

 MaxiCode by UPS
®
 

 PDF417 by General Motors
®
 

 PDF417 and MaxiCode by the AIAG (B-10, Automotive Industry Action Group). 

4.1.3 Barcode Quality 

TBarCode/X offers the possibility to specify all barcode parameters – these are for example: 

 The module width in absolute units (completely device independent). 

 PDF417 format and properties like error correction level. 

 Selection of the subsets of Code128 (subsets A, B and C – and automatic compression 
mode). 

 The barcodes are created as vector graphics (EPS and PCL), therefore utilizing the 
maximum of the available printing resolution. 

 And many others… 

4.2  Usage 

There are two main uses of TBarCode/X: 

 Create barcodes on command line 
All necessary parameters are passed to a command line program and barcodes are saved as 
vector or bitmap graphics files. 

 Filter print jobs 
TBarCode/X can process PostScript or PCL print jobs. During the filter process TBarCode/X 
searches for barcode control sequences and replaces them with the barcode graphics. 
Barcode parameters are specified in the document as part as part of the control sequence.  
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4.3  System Requirements 

4.3.1 Supported Platforms 

TBarCode/X binaries are available for  

 Linux
®
 (SUSE

®
, Red Hat

®
, and other distributions; Intel

®
 x86) 

 FreeBSD
®
 5.4 + 6 (Intel x86) 

 AIX
®
 4.3 + 5.2/5.3 (PowerPC

®
) 

 HP-UX
®
 11.00 + 11.11 (PA-RISC

®
), HP-UX

®
 11.23 (Itanium

®
 2) 

 OS/400
®
 (AS/400

®
) 

 SCO OpenServer
®
 5.0.7 + 6, SCO UnixWare

®
 7.1.4 (Intel x86) 

 Solaris
®
 8+9 (SPARC

®
), Solaris 10 (Intel x86) 

 SUSE SLES9 (AMD Opteron
®
 64 Bit) 

 Mac OS X (>= 10.4) 

 Please visit our website http://www.tec-it.com to check out the supported platforms. Binaries 
for special platforms are available on request. 

4.3.2 Supported Output Devices 

 PostScript
®
 Level 2 

 PCL
®
 Level 5 

4.4  Whats new in V7 

 Image output is now integrated in TBarCode/X, ImageMagick is not required anymore. 

 The code-base is now identical with TBarCode DLL (Library for Windows® and Windows 
Mobile).  

 Detailed version info (including version of TBarCode library and revision number).  

 New parameters: linebyline, onnodata, compress, bearerwidth, bearertype, reduction, 
defaultset, mustfit, decoder, sizemode, align, RSSseg  

 New parameters for multiple barcodes: multiple, rows, columns, hdist, vdist, datalimit, 
dynamicsize, structapp  

 Deprecated parameters: guardline, barsimmdefaults  

 Filter scripts now run with /bin/sh instead of /bin/bash  

 New installation path: /usr/local/share/tbarcode7  

 TBarCode without Daemon: Memory-limitation removed. TBarCode automatically 
reallocates more memory if required.  

 More samples added to user documentation.  

4.5  Whats new in V8 

 New Barcode type Aztec Code inclusive the according settings. 

 Several 1D bar codes have been implemented: DAFT Code, Italian Postal 2 of 5, DPD. 

 Callback functions for MaxiCode. 

 New attributes for parameter bearertype. 

 New installation path: /usr/local/share/tbarcode8. 
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5 Overview 

This section gives you some insight how TBarCode/X works and in which ways you can use it. This 
section is not essential – if you are only looking for the installation instructions you can skip ahead 
to the according section. 

5.1  The TBarCode/X Technology 

TBarCode/X exists in two versions: 

 TBarCode/X without Daemon 

 TBarCode/X with Daemon 

In the version “TBarCode/X with Daemon” the barcode generation is performed in a background 
server process whereas in the other version the barcode generation is done in a single program. 

The two versions are actually equivalent: 

 Same usage. 

 Same functionality. 

 Same price. 

 Same license – if you have a license for TBarCode/X you can use either of the two versions.  

The only differences are: 

 TBarCode/X with Daemon is faster. 

 TBarCode/X with Daemon is perhaps more difficult to configure. 

 TBarCode/X with Daemon requires interprocess communication, which is not available on all 
platforms. 

Here is a schematic overview of the TBarCode/X components: 

 
Figure 1: TBarCode/X with Daemon as Background Server Process 

 
Figure 2: TBarCode/X without Daemon 



 
 

Page 13 of 76 

TBarCode/X User Documentat ion  

5.1.1 TBarCode/X Command Line Tool 

TBarCode/X is shipped with a command line tool, which can be called from any console (shell) to 
create barcodes. It can also be used or invoked by shell scripts and applications. 

5.1.1.1 Create Barcodes on Command Line 

TBarCode/X supports different output formats:  

 Vector image formats such as PostScript
®
 (PS, EPS) and PCL

®
 

 Bitmap image formats: BMP, GIF, JPG, PNG, and TIF
1
 

The following example command creates a barcode of type “Code 128” that contains the data 
“abc1234”. 

tbarcode --output=barcode.eps --barcode=20 --data="abc1234" 

The resulting barcode is stored as Encapsulated PostScript (*.eps) in the file “barcode.eps”. 

5.1.1.2 Using TBarCode/X to Process Data Streams 

With the TBarCode/X command line application you can also process data streams (like print-jobs).  
In this “filter mode” the TBarCode/X command line application reads data from standard input 

(stdin) and writes the results to standard output (stdout). All barcode-related control 

sequences are replaced by the corresponding barcodes automatically. For example:  

tbarcode --filter <input.ps >output.ps 

This command processes the PostScript document input.ps and searches for certain barcode 

control sequences in the file. The control sequences are replaced with barcodes. The resulting 

document that includes the barcodes is written to output.ps. TBarCode/X can be installed in the 

printing system to automatically filter print jobs. 

5.1.2 TBarCode/X Library 

TBarCode/X Library (also referred to as LibTBarCode) is available as static and shared library 
and as framework for Mac OS. It provides functions to generate barcodes. The TBarCode/X 

command line application uses the functions of the library to create the barcodes. 

Programmers can use the library to add barcode generation capabilities to their own  applications. 
By default all required library files and header files (for C/C++) are automatically installed. The 
complete documentation of the TBarCode/X Library API, is available online: http://www.tec-it.com 
(Download ► Barcode Software for UNIX/Linux ► Download Documentation). 

► To develop your own applications with the TBarCode/X Library you need to acquire a deve-
loper license from TEC-IT. Just visit our website http://www.tec-it.com or contact us to find 
out more. 

5.1.3 TBarCode/X Daemon 

The TBarCode/X Daemon is a background server process which performs barcode calculations. If 
the TBarCode/X Daemon is installed then the TBarCode/X command line application is only a 
light-weight frontend for the daemon. The separation of the barcode generation process into a light-
weight frontend and a server process improves the overall performance. 

                                                      
 
 
 
1
 Please note: TIF is only supported on Linux systems 
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The daemon can be found at  

/usr/local/share/tbarcode8/tbarcoded 

or under Mac OS at 

/tecit/TBarCode8/tbarcoded 

The daemon is started automatically as soon as the TBarCode/X command line application is 

invoked. In general there is no need to start the daemon manually. 

Please note that the TBarCode/X Library does not use or require the daemon.  

5.2  About this Manual 

Here is a quick overview of the most important sections in this manual. 

 The installation of TBarCode/X is described in Section 6, “Installation”. 

 After installation some basic tests can be performed to see whether TBarCode/X was 
installed correctly. These tests are described in Section 7 “Testing TBarCode/X”. 

 The command line usage of TBarCode/X is described in Section 8 “Using TBarCode/X”. 

 Section 9 “TBarCode/X as Spool Filter” explains how TBarCode/X can be configured as a 
printer filter that automatically filters print jobs. 

 Before you use TBarCode/X commercially, you need to acquire a valid license from TEC-IT. 
Section 11 “Licensing” explains how to install a valid license. 
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6 Installation 

TBarCode/X is available in binary form only. The installation package is available in two versions: 

 as RPM package, which is the preferred format for Linux operating systems, or 

 as TAR-GZ package with custom installation scripts, which is used on other UNIX operating 
system. 

Depending on the type of package you have received or downloaded, the installation is slightly 
different. 

6.1  Install TBarCode/X from a RPM Package 

If you have received the TBarCode/X software as RPM package, then follow the instructions in this 

section. 

RPM packages are files with the extension .rpm. The TBarCode/X package usually has a name 

like tbarcode-8.0.4-0.i586.rpm. The name of your package might be different. You will need 

to substitute the name tbarcode-8.0.4-0.i586.rpm  with the exact name of your package in 

the following instructions. 

The following steps need to be performed as administrator (user root). 

1. Open a new console (terminal). 

2. Type the command 

rpm –i tbarcode-8.0.4-0.i586.rpm  

6.2  Register the TBarCode/X libraries (see Section 6.5 , “Install TBarCode/X 
on Mac OS® 

When you are using a Mac operating system (Mac OS X) you receive TBarCode/X as an 
installation package which was built with the tool PackageMaker. The package usually has the 

extension .mpkg and the file has a name like TBarCodeX-8.0.1.mpkg. (The name of your 

package might be slightly different.) 

The following steps need to be performed (you need an administrator password). 

1. Open the package by double-clicking it. 

1. Follow the instructions of the installation wizard. 

 

The setup has been installed at following paths 

/tecit/TBarCode8  TBarCodeX 

/Library/Frameworks/TBarCode.framework  TBarCode Framework 

6.2.1 Remove TBarCode/X 

If you have installed TBarCode/X on Mac OS, you can remove by moving following directories to 
the Trash: 

/tecit/TBarCode8 

/Library/Frameworks/TBarCode.framework 

2. Register TBarCode/X on the System”). 
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3. Check the execute permissions of TBarCode/X (see Section 6.7 “File Permissions”). 

4. Installation is complete. 

Instead of using the rpm command in step 2 you can use any package manager that comes with 

your Linux distribution – for example gnorpm, kpackage, etc. 

On Debian-based Linux distributions (such as Ubuntu) the rpm command might be missing. In this 
case consult the manual of your Linux distribution and look for an alternative command. On Ubuntu, 
for example, you can install RPM packages using the following command: 

alien –i tbarcode-8.0.4-0.i586.rpm 

Steps 3 and 4 are actually optional, but they are recommended to ensure that everything is installed 
properly. 

6.2.2 Remove TBarCode/X 

If you have installed TBarCode/X from a RPM package, you can remove it with the following steps 
(as administrator): 

1. Open a new console (terminal). 

2. Type the command  

rpm –e tbarcode 

3. Uninstallation is complete. 

Alternatively, you can use any package manager that comes with your Linux distribution. 

6.3  Install TBarCode/X from a TAR-GZ Package 

If you have received TBarCode/X as a TAR-GZ package, then follow the instructions in this section. 

TAR-GZ packages are files with the extension .tar.gz or .tgz. The TBarCode/X package 

usually has a name such as SetupTBarCode.tar.gz. The name of your package might be 

different. You will need to substitute the name SetupTBarCode.tar.gz  with the exact name of 

your package in the following instructions. 

► For AIX see also the instructions in section 6.3.2. 

► For HP-UX see also the instructions in section 6.3.3. 

► If the /usr/local directory is missing on your system, follow the steps in section 6.3.3. 

6.3.1 Installation procedure: 

The following steps need to be performed as administrator (user root). 

1. Open a new console (terminal). 

2. Type the commands 

tar xzf SetupTBarCode.tar.gz 

cd SetupTBarCode 

./install.sh 

3. Check the execute permissions of TBarCode/X (see Section 6.7 “File Permissions”). 
4. Installation is complete. 

Step 3 is optional, but recommended to ensure that everything is installed properly. Here is an 
example that shows what the installations procedure could look like: 
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SuSE93:~/temp # tar xzf SetupTBarCode.tar.gz  

SuSE93:~/temp # ls -l 

total 1058 

drwxr-xr-x   3 root root     120 2005-12-20 09:37 . 

drwx------  20 root root     784 2005-12-20 09:36 .. 

drwxr-xr-x   5 root root     216 2005-11-08 11:45 SetupTBarCode 

-rw-r--r--   1 root root 1078102 2005-12-20 09:35 SetupTBarCode.tar.gz 

SuSE93:~/temp # cd SetupTBarCode 

SuSE93:~/temp/SetupTBarCode # ./install.sh 

 TBarCode for Unix - Installation 

 -------------------------------- 

Copying include files... 

Copying libraries... 

Copying tbarcode files... 

Registering TBarCode Library... 

Creating link for TBarCode executable... 

Setting file permissions... 

Installation finished. 

SuSE93:~/temp/SetupTBarCode # 

6.3.2 Installation Notes for AIX 

6.3.2.1 Prerequisites 

Gzip is a free utility you can download from the AIX Toolbox for Linux Applications. 

http://www-03.ibm.com/servers/aix/products/aixos/linux/ 

Please make sure that the Runtime Libraries of GCC 3.3.2 are installed on the target system. You 
can download these libraries from IBM: 

ftp://ftp.software.ibm.com/aix/freeSoftware/aixtoolbox/RPMS/ppc/gcc/ 

Download libgcc-3.3.2-5 and libstdcplusplus-3.3.2-5 for your AIX version. Export the LIBPATH 
environment variable to the correct GCC library version (if it can't be found); like so…. 

export LIBPATH=/opt/freeware/lib/gcc-lib/powerpc-ibm-aix5.3.0.0/3.3.2:$LIBPATH 

6.3.2.2 GCC 5.3 libraries not working? 

You can use the original GCC libraries we used for building the product. 

http://www.tec-it.com/Download/Unix/AIX/AIX_5.2_SystemLibs.tar.gz 

Put the libraries into a sub folder of tbarcode and export LIBPATH like so...  

export LIBPATH=/usr/local/share/tbarcode8/gcc-lib/:/usr/local/lib:$LIBPATH 

6.3.2.3 Installation from tar/gz files on AIX 

1. First convert gz to tar by typing the following command: 

gzip –d SetupTBarCode-V8.0.4-AIX5.2-PPC.tar.gz  

2. Extract the tar file to the directory using this command: 

tar –xf SetupTBarCode-V8.0.4-AIX5.2-PPC.tar 

6.3.3 Installation Notes for HP-UX 

6.3.3.1 Prerequisites 

TBarCode/X was compiled to be dynamically linked with the GNU Runtime Libraries. These libraries 
are part of the GCC Compiler package and must be available on the system. Otherwise you will get 
error messages about “not finding libstdc++”. 



 
 

Page 18 of 76 

TBarCode/X User Documentat ion  

6.3.3.2 TBarCode/X V8.x for HPUX 11.23+ / IA64 

Here are the official links from HP for downloading GCC: 

http://h21007.www2.hp.com/dspp/tech/tech_TechSoftwareDetailPage_IDX/1,1703,7663,00.html 

http://hpacxx.external.hp.com/gcc/ 

6.3.3.3 TBarCode/X V8.0 for HPUX 11.00 

TBarCode/X V8.0 (HPUX11.00/PA1.1) was compiled with GCC 3.3.2. You can download the GCC 
3.3.2 package from this location: 

http://www.tec-it.com/Download/Unix/HPUX/gcc-3.3.2-sd-11.00.depot.gz 

After you installed it, add the gcc 3.x lib path to SHLIB_PATH. 

6.3.3.4 TBarCode/X V2.0 for HPUX 11.11 

You need a version of GCC between 3.4 – 4.0 (4.2) in order to get the required libstdc++.so.6 
libraries. Here are the official links from HP for downloading GCC: 

http://h21007.www2.hp.com/dspp/tech/tech_TechSoftwareDetailPage_IDX/1,1703,7663,00.html 

http://hpacxx.external.hp.com/gcc/ 

 For PA-RISC 2.0 (64 Bit) download/install gcc-hppa64-4.0.2.depot.gz 

 For PA-RISC 1.1 download/install gcc-hppa-4.0.2.depot.gz 

If you already have GCC installed and the libstdc++ library can not be found, you may have to 
extend the SHLIB_PATH (path for searching shared libraries). 

Also the chatr command could help: 

# look at the internal attributes of libtbarcode 

chatr libtbarcode2.sl 

# specify that the runtime-linker first searches in SHLIB_PATH for dependent 

# libraries, and then in the embedded path (/usr/local/lib). 

chatr +s enable +b enable libtbarcode2.sl 

6.3.4 Missing /usr/local directory 

1. If the usr/local directory is missing on your system, you need to create the following directories 
manually: 

mkdir /usr/local  

mkdir /usr/local/bin  

mkdir /usr/local/include  

mkdir /usr/local/lib  

mkdir /usr/local/share  

2. Give the directories the same rights/permissions as /usr 

6.3.5 Uninstall TBarCode/X 

If you have installed TBarCode/X from a TAR-GZ package, you can remove it with the following 
steps (as administrator): 

3. Open a new console (terminal). 

4. Type the commands 

tar xzf SetupTBarCode-V8.0.4-AIX5.2-PPC.tar.gz 

cd SetupTBarCode 

./uninstall.sh 
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5. Uninstallation is complete. 

6.4  Install TBarCode/X on SCO® Operating Systems 

When you are using a SCO operating system, such as SCO OpenServer or SCO UnixWare, you 

receive TBarCode/X as a native package image. The package usually has the extension .ds and 

the file has a name like tbarcode-8.0.1.ds. (The name of your package might be different. You 

will need to substitute the name tbarcode-8.0.1.ds  with the exact name of your package in the 

following instructions.) 

The following steps need to be performed as administrator (user root). 

1. Open a new console (terminal). 

2. Type the command 

pkgadd –d /home/userXYZ/tbarcode-8.0.1.ds tbarcode 

3. Check the execute permissions of TBarCode/X (see Section 6.7 “File Permissions”). 

4. Installation is complete. 

You can verify whether the package was installed correctly by typing the following command: 

pkginfo –l tbarcode 

6.4.1 Remove TBarCode/X 

If you have installed TBarCode/X on a SCO operating system, you can remove it with the following 
steps (as administrator): 

5. Open a new console (terminal). 

6. Type the command  

pkgrm tbarcode 

7. Uninstallation is complete. 

6.5  Install TBarCode/X on Mac OS® 

When you are using a Mac operating system (Mac OS X) you receive TBarCode/X as an 
installation package which was built with the tool PackageMaker. The package usually has the 

extension .mpkg and the file has a name like TBarCodeX-8.0.1.mpkg. (The name of your 

package might be slightly different.) 

The following steps need to be performed (you need an administrator password). 

8. Open the package by double-clicking it. 

9. Follow the instructions of the installation wizard. 

 

The setup has been installed at following paths 

/tecit/TBarCode8  TBarCodeX 

/Library/Frameworks/TBarCode.framework  TBarCode Framework 

6.5.1 Remove TBarCode/X 

If you have installed TBarCode/X on Mac OS, you can remove by moving following directories to 

the Trash: 
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/tecit/TBarCode8 

/Library/Frameworks/TBarCode.framework 

6.6  Register TBarCode/X on the System 

Normally TBarCode/X should be ready for use after installing the packages as described above. 

But on some systems the following error message occurs when executing tbarcode:  

error while loading shared libraries: libtbarcode8.so.0: cannot open shared object file: 

No such file or directory 

In this case the libraries of TBarCode/X are not properly registered by the system‟s run-time linker. 

By default the libraries of TBarCode/X are installed in /usr/local/lib. This folder needs to be 

made public to the system‟s run-time linker.  

In Linux this can be done by calling  

ldconfig /usr/local/lib 

on the command-line. (Alternatively, you can add the path /usr/local/lib to the file 

/etc/ld.so.conf.) 

6.7  File Permissions 

The executables of TBarCode/X require certain file permissions. After installation these 
permissions should be set properly. You can ensure this by checking the directory entries of 

/usr/local/share/tbarcode8 using the command 

ll /usr/local/share/tbarcode8 

Depending on the operation mode of TBarCode/X (with our without daemon process) the following 

files are displayed by the ls-command.  

6.7.1 TBarCode/X with Daemon 

The output should look like this: 

userxy@SuSE93:~> ll /usr/local/share/tbarcode8 

total 496 

-rwxr-xr-x  1 root root   1581 2005-11-09 09:06 filtercups_pcl.sh 

-rwxr-xr-x  1 root root   1649 2005-11-09 09:06 filtercups_ps.sh 

-rwxr-xr-x  1 root root   1464 2005-11-09 09:06 filterlprng_fwd.sh 

-rwxr-xr-x  1 root root   1064 2005-11-09 09:06 filterlprng.sh 

-rw-r--r--  1 root root   1086 2005-11-09 09:06 license.ini 

drwxr-xr-x  2 root root    192 2005-12-20 15:51 samples 

-rwsr-xr-x  1 root root 261588 2005-11-09 09:06 tbarcode 

-rw-r--r--  1 root root   2547 2005-11-09 09:06 tbarcode.conf 

-rwxr--r--  1 root root 216976 2005-11-09 09:06 tbarcoded 

-rw-r--r--  1 root root   1702 2005-11-09 09:06 tbarcoded.conf 

Dates and file sizes may vary – the important information is marked bold. The file tbarcode needs 

execute rights and the user-id (SUID) bit needs to be set. The file tbarcoded needs to have 

execute rights for its owner. Missing attributes may be set (by root only) with: 

chmod a+rsx tbarcode 

chmod u+x tbarcoded 

6.7.2 TBarCode/X without Daemon 

If  TBarCode/X was installed without daemon only check the file permissions for these files: 

userxy@SuSE93:~> ll /usr/local/share/tbarcode8 
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total 496 

-rwxr-xr-x  1 root root   1581 2005-11-09 09:06 filtercups_pcl.sh 

-rwxr-xr-x  1 root root   1649 2005-11-09 09:06 filtercups_ps.sh 

-rwxr-xr-x  1 root root   1464 2005-11-09 09:06 filterlprng_fwd.sh 

-rwxr-xr-x  1 root root   1064 2005-11-09 09:06 filterlprng.sh 

-rw-r--r--  1 root root   1086 2005-11-09 09:06 license.ini 

drwxr-xr-x  2 root root    192 2005-12-20 15:51 samples 

-rwsr-xr-x  1 root root 261588 2005-11-09 09:06 tbarcode 

-rw-r--r--  1 root root   2547 2005-11-09 09:06 tbarcode.conf 

6.8  SAP® R/3® and mySAP® Integration 

TBarCode/X can be used with SAP systems to generate bar codes during printing. You can get 
more information about the required configuration steps under the following email addresses: 

 sap@tec-it.com 

 support@tec-it.com 




