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General 
Information 

2 General Information 

2.1 Features 

TBarCode Embedded is a filter for the ISD300 which turns all your Postscript or PCL 
printers connected to the ISD300 into barcode-enabled printers without the need of 
installing a barcode extension cartridge or a special barcode font. 

You can print linear barcodes as well as high-density 2D barcodes from within any 
application (e.g. SAP R/3) by embedding control sequences into your print job. This 
works in a completely transparent way to your applications. Print-jobs without barcodes 
are not influenced in any way. 

2.2 Supported Barcode Types 

For an overview of currently supported barcodes (linear and 2D) please refer to chapter 
Barcode Symbologies. 

2.3 Supported Printers 

The current version supports two large printer families: 

� Postscript printers (Postscript Level 2 or higher) 

� PCL printers (PCL 5 or higher, HPGL is required)  

2.4 License Restriction 

TBarCode Embedded may be used in combination with the Intelligent Spooling Device 
SEH ISD300 (or later versions) only! 

Please refer to our license terms available on http://www.tec-it.com. 
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Overview 
 

Requirements 

3 Installation 

3.1 Overview 

The following two steps are required in order to enable barcode printing: 

� Install TBarCode Embedded on the ISD300 (see Installation) 

� Assign TBarCode Embedded to the required printer queues (see Assign 
TBarCode to the Printer Queue) 

� Perform a test print-out to check the barcoding functionality (see Perform a Test-
print for Postscript printers or Perform a test-print for PCL printers) 

 

The following pages will guide you through the installation process. 
The instructions are basically taken from the ISD300 User Manual (sections 
“Maintenance” and “Managing Queues and Jobs”). They will help you to set up 
TBarCode Embedded on the ISD300. For detailed information on maintaining software 
and setting up printer queues we recommend you to check out the ISD300 User 
Manual. 

3.2 Requirements 

For installing TBarCode Embedded the package “tbarcodeXX.bin” is needed. (XX 
stands for the version number of the Filter. The package “tbarcode20.bin” contains 
TBarCode Embedded version 2.0, for example). 

You can download the package from http://www.tec-it.com or you can request it from 
support@tec-it.com. 
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Installation 

3.3 Installation 

In order to install TBarCode Embedded open the ISD300 administration homepage and 
login as administrator. 

 

Proceed as follows: 
1. Click Maintenance (�). 

2. Click Software  (�). 

3. Choose Install software on the ISD300 (�). 

4. Click Next (�). 

5. Click Browse…  (�). 

6. Select the file tbarcode20.bin.  

7. Click Next  (�) to upload the file to the ISD300. 

8. Click Next  to apply the software to the ISD300. 

9. Click OK. 
 

� The TBarCode License File (see Licensing) can be installed identically. 

 

 
 

� 
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Check 
Installation 

3.3.1 How to make sure the software was installed? 

You can check for installed software by following these steps: 

 

1. Click Maintenance (�). 

2. Click Software (�). 

3. Choose Delete software from the ISD300.  

4. Click Next.  
 

The following screen will appear: 

 

 
 

All installed software packages are listed under �. Make sure this list contains an entry 
called “TBarCode X.X”. (In this case TBarCode Embedded 2.0 is installed). 

� 

� 

� 
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Assign to 
Printer Queue 

3.4 Assign TBarCode to the Printer Queue 

Open the ISD300 administration homepage and login as administrator. Proceed as 
follows: 

1. Click Queues/Jobs  (�). 

2. Click Settings  in the list of queues (�). 

3. Click Filter (�). 

4. Select tbarcode  from the Available-List (�). 

5. Click Add (�). 

6. Click Confirm (�). 
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Test-print 

3.5 Perform a Test-print for Postscript printers 

The goal of the test print-out is to determine if TBarCode Embedded is installed 
correctly. To do this send the file “seh_test.ps” to any postscript printer queue on the 
ISD300, which has the “TBarCode Embedded” filter assigned. Open a command shell 
(UNIX or Windows) and type the following command: 

 

lpr -S hostname -P printerqueue seh_test.ps 

 

hostname is either the host name or the IP-address of the ISD300. 

printerqueue is the name of the queue on the ISD300. 

 

The expected output (of the licensed version) is shown in the image below. As long as 
TBarCode Embedded is not licensed all barcodes are drawn with additional horizontal 
bars. 

 

 
Page 1 of the test print-out 
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Test-print 

 
Page 2 of the test print-out 

 




